
CXVWRP D\QDPLFV� PURBEAM� LED PDVVLQJ LDPSV 
IQVWDOODWLRQ IQVWUXFWLRQV 

:H WKDQN \RX IRU SXUFKDVLQJ WKH CXVWRP D\QDPLFV� PURBEAM�  
LED PDVVLQJ LDPSV. OXU SURGXFWV XWLOL]H WKH ODWHVW WHFKQRORJ\ 
DQG KLJK TXDOLW\ FRPSRQHQWV WR HQVXUH \RX WKH PRVW UHOLDEOH VHU-
YLFH. :H RIIHU RQH RI WKH EHVW ZDUUDQW\ SURJUDPV LQ WKH LQGXVWU\ 
DQG ZH EDFN RXU SURGXFWV ZLWK H[FHOOHQW FXVWRPHU VXSSRUW, LI \RX 
KDYH TXHVWLRQV EHIRUH RU GXULQJ LQVWDOODWLRQ RI WKLV SURGXFW SOHDVH 
FDOO CXVWRP D\QDPLFV� DW 1(800) 382-1388. 

QXHVWLRQV? CDOO XV DW:  1 (800) 382-1388    M-7H  8:30AM-5:30PM / FR  9:30AM-5:30PM E67 
10-19 

PDFNDJH CRQWHQWV: 
    - ProBEAM�  LED Passing Lamps (2) 
    - Instructions 

PDUW NXPEHU: PB-45-B, PB-45-C 

 

IQVWDOODWLRQ: 

IPSRUWDQW: Units must be properl\ aimed such that the beam pattern 
cut off line complies with applicable regulations. It is recommended a 
professional service provider or qualified dealer perform the necessar\ 
adjustments for proper aiming. 

:DUQLQJ: To prevent possible electrical shock,  
disconnect the negative batter\ terminal before installing this product. 
 

A77EN7ION 
Please read all Information below before Installation 

FLWV: 2005-2020 Harle\-Davidson� models equipped with OEM 
4.5" passing lamps. Does NOT Fit 2018-2020 Softail� models.  

2004 & Earlier Harle\-Davidson� Models require adapter 
CDTB-PLA (sold separatel\).  
 

1. Disconnect the vehicle batter\ negative  [ - ]  
terminal.  

2. Review detailed service manual for instructions 
on replacing factor\ passing lamp bulbs. 

3. Remove the factor\ passing lamps from vehicle. 

4. Connect the ProBEAM�  passing lamps to the  
existing factor\ connectors. See diagram on right 
for wire color assignment.  

NRWH: 2004 and earlier models require adapter 
CDTB-PLA for plug and pla\ capabilit\. Adapter sold 
separatel\. 

Installation Diagram 

Red = Power [ + ] 
Black = Ground [ - ] 

Red = Power [ + ] 

Black = Ground [ - ] 

Gre\/Blk = Power [ + ] 

Black = Ground [ - ] 

5. Re-assemble passing lamp per the instructions in detailed factor\ service manual. Make sure no wires or an\ 
components of the harness or adapter can be crushed or pinched during installation 

6. Connect the vehicle batter\ negative [ - ] terminal. 

7. Turn ignition power on to test both lamps for proper function. Aim or adjust if needed. 

Housing LED Lamp 


