Road Glide LED Ventl T
|l nstallation I nstrpct
We thank you for purchasing the C{st ol
LED Vent Tri m. OQur products utililze f
hi ghest quality components to ensyre
vice. We offer one of the best warlran:
and we back our products with excqll e
have questions before or during irnstal
call Custom Dynami48HB8at 1(800) 342
Part Number s:
CDRGV EN-TSB CDR GV EN-T 5C
CDRGVENIGSBB
Package Content s:
-LED Vent Trim Assembl i ej
-lnstructions
Fitmeots020 HRavieddson Road e ———r}
Glide Special & Road Glide Jlltirat @ddleas ilomrRl uding CVO
1. Remove the 4 windshield fastenergq (Pi
c ETTENTIC) remove. Store the windshield in g saf
Pl ease read alll I nformation |bel
War nibhigsconnect negative battery &ab
manual . Failure to do so may result ur e
negative battery cable away from po ive
voltage sources on vehicle.
SafetyMBkessure the bike is par Bedne
chanical components are cool to the
NotiTckis product is designed and int
motorcycles only. This product is N
ment | ighting installed on the motor
pos@&@his product must be wired in su
with any original equi pment lightin
Not¥ou will have to remove the front
complete this installation.& Pderawiecea
if unsure of this procedure.
Cleanimgke special care in cleaning t?eofnicneisphe Uv?iengglhyi eAII&O}anlstoénle?os and win
Heet and a fine microfiber cloth to |remove cﬁirt or de ris.h Never use abraTsHve
polishes or cleaners as these can scrat@lﬁ??t etplr{iesmc.’ye t e top ve.nt. ejtop
clips. Position yourself in the flront
NotickRailure to use the provided mounti mpn h@ap@dwagreep Wiyklntvod d #lell ev@seant(ipisctjur e
Not@vetri ghtening the mounting hardwarfe wh O pcra%‘égntthedeb@ﬁrgte'to chip
which is not covered under the warrr Ja
Questions? Call uls3 &8 -TH 1IM(-BOBRMPBI8L2 FB: 39P3M0OEST

12019



|l nstall ati on-Plaget 2ucti ons

I nstallation (Continuedy-:Locate and remdbesthewl owerat®h sifde o
fairing.
3. Locate and unplug the I eft and rj t side 3 pin turn signal har -
ness. Refer to Photo #3.

-

8. Remove the outer fairing and set Jto s

Remove3/tlswoc ket all en head bol]t9s Renoow e htehbeo tbsTk decoBws on each sife th
each turn signal housing. bezels to the headlight. Remove tthe h
LED Vent Trim using the factory Headl

5. Remove both |l eft and right Spelaok.lscgutgerItlklleeswiornesthfercl)rrﬂnge{cifnall_ébn\gért Tr
6. Once the speaker grilles are Jremowrpl,ugopedtien anvtdep enpopvand hel ug i1 mak
T27 torx bolts in each corner| ofpthegepeiakted hbhesPhRM.connector wiljth a
Vent Trim is plugged into the OHM co
11.Reinstall the outer fairing usingdg the
12 Reinstall speaker grilles by appllying

into place.
13.Reinstall factory vent by snappi g it
14 Reinstall windshield using origifgal f

15 Perform a BCM sync by turning key on,
of f. All ow hazZlarmdsuttesrurufrmr K2y]on,
of f, Turn Key off.

16 Test operation of all l'ighting i al l

Questions? Call uls3&8-TH 1IM(-30MPBIS8Z2 FR: 39P3MOKENET

07/2019




